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Federal Communications Commission § 25.216 

of the agreement before coordination is 
initiated with other administrations by 
the licensee of the exclusive frequency 
assignment; and 

(5) Feeder uplink networks are per-
mitted in the following Fixed-Satellite 
Service frequency bands: 7025–7075 MHz 
and 6725–7025 MHz (101° W.L. orbital lo-
cation only). 

[62 FR 11106, Mar. 11, 1997] 

§ 25.215 Technical requirements for 
space stations in the Direct Broad-
cast Satellite Service. 

In addition to § 25.148(f), space station 
antennas operating in the Direct 
Broadcast Satellite Service must be de-
signed to provide a cross-polarization 
isolation such that the ratio of the on- 
axis co-polar gain to the cross-polar 
gain of the antenna in the assigned fre-
quency band shall be at least 30 dB 
within its primary coverage area. 

[67 FR 51114, Aug. 7, 2002] 

§ 25.216 Limits on emissions from mo-
bile earth stations for protection of 
aeronautical radionavigation-sat-
ellite service. 

(a) The e.i.r.p. density of emissions 
from mobile earth stations placed in 
service on or before July 21, 2002 with 
assigned uplink frequencies between 
1610 MHz and 1660.5 MHz shall not ex-
ceed ¥70 dBW/MHz, averaged over any 
2 millisecond active transmission in-
terval, in the band 1559–1587.42 MHz. 
The e.i.r.p. of discrete emissions of less 
than 700 Hz bandwidth generated by 
such stations shall not exceed ¥80 
dBW, averaged over any 2 millisecond 
active transmission interval, in that 
band. 

(b) The e.i.r.p. density of emissions 
from mobile earth stations placed in 
service on or before July 21, 2002 with 
assigned uplink frequencies between 
1610 MHz and 1626.5 MHz shall not ex-
ceed ¥64 dBW/MHz, averaged over any 
2 millisecond active transmission in-
terval, in the band 1587.42–1605 MHz. 
The e.i.r.p. of discrete emissions of less 
than 700 Hz bandwidth generated by 
such stations shall not exceed ¥74 
dBW, averaged over any 2 millisecond 
active transmission interval, in the 
1587.42–1605 MHz band. 

(c) The e.i.r.p. density of emissions 
from mobile earth stations placed in 

service after July 21, 2002 with assigned 
uplink frequencies between 1610 MHz 
and 1660.5 MHz shall not exceed ¥70 
dBW/MHz, averaged over any 2 milli-
second active transmission interval, in 
the band 1559–1605 MHz. The e.i.r.p. of 
discrete emissions of less than 700 Hz 
bandwidth from such stations shall not 
exceed ¥80 dBW, averaged over any 2 
millisecond active transmission inter-
val, in the 1559–1605 MHz band. 

(d) As of January 1, 2005, the e.i.r.p. 
density of emissions from mobile earth 
stations placed in service on or before 
July 21, 2002 with assigned uplink fre-
quencies between 1610 MHz and 1660.5 
MHz (except Standard A and B 
Inmarsat terminals used as Global 
Maritime Distress and Safety System 
ship earth stations) shall not exceed 
¥70dBW/MHz, averaged over any 2 mil-
lisecond active transmission interval, 
in the 1559–1605 MHz band. The e.i.r.p. 
of discrete emissions of less than 700 Hz 
bandwidth from such stations shall not 
exceed ¥80 dBW, averaged over any 2 
millisecond active transmission inter-
val, in the 1559–1605 MHz band. Stand-
ard A Inmarsat terminals used as Glob-
al Maritime Distress and Safety Sys-
tem ship earth stations that do not 
meet the e.i.r.p. density limits speci-
fied in this paragraph may continue op-
eration until December 31, 2007. 
Inmarsat-B terminals manufactured 
more than six months after FEDERAL 
REGISTER publication of the rule 
changes adopted in FCC 03–283 must 
meet these limits. Inmarsat B termi-
nals manufactured before then are tem-
porarily grandfathered under the con-
dition that no interference is caused by 
these terminals to aeronautical sat-
ellite radio-navigation systems. The 
full-compliance deadline for grand-
fathered Inmarsat-B terminals is De-
cember 31, 2012. 

(e) The e.i.r.p density of emissions 
from mobile earth stations with as-
signed uplink frequencies between 1990 
MHz and 2025 MHz shall not exceed ¥70 
dBW/MHz, averaged over any 2 milli-
second active transmission interval, in 
frequencies between 1559 MHz and 1610 
MHz. The e.i.r.p. of discrete emissions 
of less than 700 Hz bandwidth from such 
stations between 1559 MHz and 1605 
MHz shall not exceed ¥80 dBW, aver-
aged over any 2 millisecond active 
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